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{VARIABLE x 16"

GENERAL NOTES

1.

ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE
SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE

ASSOCIATED

. . (30" X 36" :
MD 150 IS ASSUMED TGO RUN 51.24.25.29 st
IN A NORTH-SOUTH DIRECTION = ASSEMBLY :
o [Eastern ™]
) B-3(1) (DUAL FACED) ’

(48" X 759

ASSOCIATED
SHIELD
ASSEMBLY
30" X 817

ASSOCIATED
SHIELD

ASSEMBLY

(48* X 157

RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO THE CONSTRUCTION SO

THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD.

IF THE CONTRACTOR

PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND THE TRAFFIC SIGNAL

WILL OCCUR,

IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.

THE. CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER
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LEAD- -IN IN PRDPDSED

POLYVINYL CHLORIDE ELECTRICAL CONDUIT (SLOTTED).

LEAD-IN IN PREVIOUSLY

H COUNTDOWN PEDESTRIAN SIGNAL HEAD,
LLED WITH VIBRATING ARROW POQINTING LEFT
ON TO CROSS EASTERN AVENUE.”

LECTRICAL CONDUIT BENDS IN PEDESTAL BASE).
COUNTDOWN PEDESTRIAN SIGNAL HEAD.

], LLED WITH VIBRATING ARROW POINTING LEFT
PUSH BUTTON TO CROSS EASTERN AVENUE.”
E POLYVINYL CHLORIDE ELECTRICAL CONDUIT BENDS IN PEDESTAL BASE).

POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED).

SLOTTED).
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ED).

ING OF VIDEOC DETECTION CAMERA WILL NOT BE MEASURED AND PAID

-~

N/ //a—

i

. (INSTALL 2-2 IN.

. (INSTALL 2-2 IN.

2. INSTALL CONDUIT PRIOR TO THE INSTALLATION OF PAVEMENT MARK INGS.
- TO SIGNING AND PAVEMENT MARKING PLANS FOR ADDITIONAL DETAILS.
3. -VERIFY PROPOSED GEOMETRICS PRIOR TO INSTALLING SIGNAL EQUIPMENT.
4. ALL HANDHOLES SHALL BE INSTALLED AT FINAL GRADE.
5. THE SIGNAL CONTRACTOR. SHALL DETERMINE IF ANY WORK BY OTHER CONTRACTORS
CAN NOT BE COMPLETED UNTIL INSTALLATION OF SIGNAL EQUIPMENT IS COMPLETE.
THE SIGNAL CONTRACTOR SHALL NOTIFY OTHER CONTRACTORS OF THIS WORK.
6. REFER TO SIGNING AND MARKING PLANS FOR ADDITIONAL PAVEMENT!MARKING
DETAILS : i
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CONSTRUCTION DETAILS —~**~"‘“TJXMT | T L
A. INSTALL HANDHOLE.
B. INSTALL 5 WHITE IN. LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARK ING.
C. §N%§AL%D§0N INVASIVE MICROLOOP PROBE SET WITH 500 FT. LEAD-IN IN PROPOSED
D. gw?mALEOQDNIINVASIVE MICROLOOP PROBE SET WITH 1.000 FT.
E. INSTALL 3 IN. SCHEDULE 80, POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TREN
F. INSTALL 4 IN. SCHEDULE 80, POLYVINYL CHLORIDE ELECTRICAL CONDUIT (
G. INSTALL 24_IN. WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT
MARK ING (STOP LINE).
H. - USE EXISTING BASE MOUNTED CABINET AND CONTROLLER.
J. USE EXISTING HANDHOLE.
K. USE EXISTING CONDUIT.
L. INSTALL SIGNAL HEADS AND SIGNS ON MAST_ ARM AS NOTED.
M. INSTALL SIGNAL HEAD AND SIGN ON MAST ARM AS NOTED. RELGCATE EXISTING SIGNAL
~  HEADS AS NOTED.
N. INSTALL 3 IN. SCHEDULE 80.
0. USE EXISTING STEEL POLE.
P. ADJUST VIDEO DETECTION CAMERA TO ENSURE PROPER DETECTION DUE TO SHIFTING OF
- TRAVEL LANES. ADJUST
BUT BE INCIDENTAL TO FURNISH AND INSTALL VIDED DETECTION CAMERA UNIT COST.
Q. INSTALL NON—INVASIVE MICROLOGP PROBE SET WITH 1,000 FT.
. INSTALLED 3 IN. CONDUIT.
[MIR. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WIT
AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTA
AND R10-4(1) SIGN. (SIGN TO READ “PUSH BUTT
SCHEDULE 80, 90 DEGREE POLYVINYL CHLORIDE E
[1Js. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH
AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTA
AND R10-4(1) SIGN. (SIGN TO READ
SCHEDULE 80, 90 DEGRE
(3T. INSTALL 12 IN. WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT
| MARKING (CROSSWALK).
[flu. INSTALL 2 IN. SCHEDULE 80,
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PHASING NOTES:

PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.

THE TACTILE ARROWS FOR THE AUDIBLE/TACTILE PEDESTRIAN
PUSHBUTTONS SHALL BE LOCATED PARALLEL TU THE CROSSWALK
FOR WHICH THEY APPLY.
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Whitman, Requardt
and Associates, LLP

Baltimore,
(410) 235-3450

801 South Caroline Street
Maryland 21231
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